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PHOEN/N - � INDIRECT-FIRED HEATERS WITH DEDICATED LOW PRESSURE 
                         GAS BURNER

	� CSA approved for construction, greenhouses 
and brooders US-C

	� BM2 dedicated burner, with separated burner 
blower

	� No supervision required: can be controlled by 
thermostat, humidistat or timer

	� 1ft power cord 
	� AISI 430 stainless steel combustion chamber 

with four-pass heat exchanger technology
	� Convection fan is controlled by thermostat that 

measures combustion chamber temperature
	� Combustion chamber pre-heating cycle
	� Electronic flame control unit
	� Combustion air pressure switch (safety device: 

turns off unit and requires manual reset)

	� Ionization flame detector
	� Gas train: gas filter, gas governor, gas valve, gas 

pressure test points
	� Ventilation only mode (fan can be operated 

when burner is off)
	� Lifting and suspending brackets
	� Anti-shock frame with foldable handle
	� Single point lift bail and forklift pockets
	� 16” pneumatic wheels for easy mobility
	� Optional return air adapter for inside warm air 

recirculation
	� Heater is shipped fully assembled
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HEAVY DUTY THERMOSTAT (20/140°F) 
30 ft CABLE, 90° PLUG FRESH AIR INTAKE DUCT ADAPTER ONE-WAY DUCT ADAPTER

Cod. 02AC582
Cod. 02AC535  

Mod. 20”
Cod. 02AC504 Mod. Duct - 4”, l=16,5 ft

Cod. 02AC577

TWO-WAY DUCT ADAPTER THREE-WAY DUCT ADAPTER FLEXIBLE AIR DUCT 20 ft LONG

Mod. 16”+16”
Cod. 02AC506   

Mod. 12”+12”+12”
Cod. 02AC579     	

Mod. 12”
Cod. 02AC562 
Mod. 16”
Cod. 02AC564   
Mod. 20”
Cod. 02AC566  

AIR INLET DUCT ADAPTER
WITH SLIDING DOOR FLEXIBLE AIR INLET DUCT

Mod. 20”
Cod. 02AC558   

Mod. Duct - 20”
Cod. 02AC795

Mod. All - clip for flexible duct  (16” - 30”)
Cod. 02AC663

PHOEN/N -  INDIRECT-FIRED HEATERS WITH DEDICATED LOW PRESSURE 
GAS BURNER

ACCESSORIES ON DEMAND 

PHOEN/N 380 

code number 03GP261

heat input BTU/h 380,548

heat output BTU/h 329,174

fuel consumption natural / propane cfh 355.97/147.24

heated airflow cfm 3,250

temperature rise (@64°F) °F 126

power supply V, ph, Hz 120, 1, 60

fan motor power Hp (rpm) 1 (1,700)

burner motor power Hp (rpm) 1/4 (3,300)

current rating amps 12.5

max lenght flex. duct (one-way) ft 100

max lenght flex. duct (two-way) ft 60

max lenght air inlet flex.duct (one-way) ft 30

max lenght fresh air intake duct ft 15

flue size in 6

unit/pallet qty. 1

unit/container 20' qty. 7

unit/container 40’ qty. 16

unit/container 40’ HC qty. 31

T max 212° F
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Dedicated gas burner
The Phoen line of heaters features a built-in burner specifically 
designed and optimized for cylindrical combustion chambers 
typical of our cannon-type heaters. The burner features a separated 
combustion air blower that, in addition to the four-pass heat 
exchanger, enables to run the unit at 85% US efficiency, one of 
the highest in the industry. 
Legend
1 Combustion head
2 Blower motor
3 Combustion air blower
4 �Flexible hose connecting blower to combustion head
5 Combustion air regulation valve
6 Electrodes
7 Gas nozzle

Anti-shock frame with foldable handle
A - Side protective bumper
B - Brackets for anchoring to body
C - Front protective bumper
D - Forklift pockets
E - Rear protective bumper with foldable handle
F - Single point lift bail

Manual gas valve
Manual gas valve to easily switch between natural gas and propane. 
Includes safety locking device to keep valve from moving once set.
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WEIGHTS AND DIMENSIONS MACHINE PACKAGING

MOD A B C Net X Y H Gross

[in] [in] [in] [lb] [in] [in] [in] [lb]

PHOEN/N 380 82.6 33.9 48.9 430 85.8 29.1 49.7 485
Y X

H
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