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LARGE TANK & ACCESSORY QUICK REFERENCE

Product Brand ENVIRO™

C U B E
DESIGNED & ENGINEERED BY WESTERN GLOBAL

Model Number E3000 E6000 E12000 P12 P31 P69

Brim-fill Capacity (Gal/L)  3,014 / 11,410  6,390 / 24,190  11,990 / 45,387  3,223 / 12,200  8,189 / 31,000  18,175 / 
68,800 

Safe-fill Capacity (Gal/L)  2,742 / 10,379  5,815 / 22,013  11,390 / 43,115  3,068 / 11,614  7,846 / 29,700  17,356 / 
65,700 

Containment 110% Containment (Double Wall Construction)
105% Containment (Double Wall Con-

struction)
Approvals UL142 UL142 & CSC

Pumping 
and 

Dispensing

Standard-Duty Tank Mounted Suction Pump Dispensing Kits | Basic Suction Pump Assemblies with Piping Kit & Optional Hose Reel

Example Photo Application Flow Rate Power Source
Meter 
Type

Filtration Hose Reel
Hose Dim.

D L
Standard-Du-

ty: GPRO 
Regular 

Flow Pump 
Dispense Kit 
with Suction 
Piping Kit, 1” 
Hose & Auto 

Nozzle

35 GPM
115/230

VAC

Analog
[-C = 
Liters, 

-U 
=Gal-
lons]

30 Micron 
Particulate & 

Water
N/A 1” 18’

WG-E-SDK-100-U or
 WG-E-SDK-100-C**

WG-P-SDK-100-U or
 WG-P-SDK-100-C**

Accessories for Standard-Duty Pump Kits | Designed for enhancing the Standard-Duty Pump Kits with Additional Features

Example Photo Description Hose Dia. & Type Hose Length Hose Length
Mounting 
Bracket

Hose Reel Kit 1” Soft -Walled
25’

N/A Included
HRK.SDK-SR1625-SW

50’ HRK.SDK-SR1650-SW

For Gasoline Use

Hose Reel & Dispensing Nozzle Kit
3/4” Soft-Walled

25’

3/4” Auto Nozzle
Included

HRK.SDK-SR1225-SW

50’ HRK.SDK-SR1250-SW

Hose & Dispensing Nozzle Kit 18’ N/A HDK.SDK-1218-SW

Heavy-Duty Tank Mounted Submersible Pressure Pump Dispensing Kits | Turn Key Suction Pump Assemblies with Suction Piping Kit

Example Photo Flow Rate Electrical Panel Meter Type
Filtration
Hose Reel

Hose Reel Accessories
Hose Dim.

Includes Connection Kit Assembly Includes Connection Kit AssemblyD L

(3/4HP) 
25-30 GPM

Tank Mounted 
NEMA 4X Panel 

230VAC/1P/60Hz 
(L1+L2+N)

Fill Rite 900CD 
Digital Meter

Cimtek 30 Micron  
Particulate with DP 

Gauge

ReelCraft 
14500 

Series Spring 
Rewind

N/A 1” 50’ WG-E-SPK-D-SF WG-P-SPK-D-SF

(2HP) 
40+ GPM

Fill Rite 900CD1.5 
Digital Meter

Cimtek Twin Head 
High Flow 30 Micron  
Particulate with DP 

Gauge

Hannay 
922-30-31A 

Spring 
Rewind Reel 
1 1/2" x 50' 

Capacity 
with Rollers

N/A 1-1/2” 50’ WG-E-SPK-D-HF WG-P-SPK-D-HF

For Gasoline Use

(3/4HP) 
25-30 GPM

Tank Mounted 
C1D1 Panel 

230VAC/1P/60Hz 
(L1+L2+N)

Fill Rite 900CD 
Digital Meter

Cimtek 30 Micron 
Particulate with DP 

Gauge

ReelCraft 
14500 Series 

Spring 
Rewind

3/4” Nozzle 
& Flame 

Arrester Kit
1” 50” WG-E-SPK-GAS WG-P-SPK-GAS

Emergency Vent Kit

Example Photo Description

Flame Arrester Kit for P-Series & E-Series tanks for use with Gasoline fuel
* Included on Submersible pump kits for gasoline, required only on Standard Duty Pump Kits

WG-FA-VENT-KIT

Feed & Return Line Assemblies for Gen feed | Includes 1” Piping for Both Feed & Return Lines, Anti-Syphon on Feed, Ball Valving in cabinet
Example Photo Description

Feed & Return Line Assemblies For Gen feed | Includes 1” Piping For  
Both Feed & Return Lines, Anti-Syphon on Feed, Valving to cabinet

101048-ET 101048-PT

** - Canadian spec, if ordering for delivery in Canada, please order this part number.

Standard Spec
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LARGE TANK & ACCESSORY QUICK REFERENCE 

Product Brand ENVIRO™

C U B E
DESIGNED & ENGINEERED BY WESTERN GLOBAL

Model Number E3000 E6000 E12000 P12 P31 P69

Brim-fill Capacity (Gal/L)  3,014 / 11,410  6,390 / 24,190  11,990 / 45,387  3,223 / 12,200  8,189 / 31,000  18,175 / 68,800 

Safe-fill Capacity (Gal/L)  2,742 / 10,379  5,815 / 22,013  11,390 / 43,115  3,068 / 11,614  7,846 / 29,700  17,356 / 65,700 

Containment 110% Containment, Double-walled Construction 105% Containment, Double-walled Construction

Approvals UL142 UL142

Gauges, 
Metering & 

Management

Tank Gauge Assemblies

Example Photo Application Description

WG-TGK-P
(Kit Comprised of: 
1218C--0200 AC,  
1218S--2500 AS,  
1218S--2543 CC)

PREMIUM Electronic Tank Gauge Kit - monitors and 
displays the liquid level and/or volume of product 
stored in 1 tank. The tank sensor utilizes a mechani-
cal float to monitor the tank liquid level.
System Console Features
· Level units: feet and inches or centimeters, Volume 
units: gallons or liters, Visual and audible alarm indi-
cation, 0-4 level alarm set points, 2 output relays—3 
Amps @ 240 VAC,NEMA 4X indoor/outdoor weather 
protected, lockable enclosure, Ethernet connectivity, 
Email and SMS text alarm notification, Modbus RTU 
and TCP interface configuration
Included in the Kit is a 25’ Tank Level Sensor Fea-
turing:
· 2 dry contact, intrinsically safe inputs per tank level 
sensor
· 25’ tank sensor accuracy +/- 0.3”;

WG-TGK-P

WG-TGK-B
(1518---2500 AG)

BASIC  Mechanical tank gauge
designed to mount on top of Western’s tanks and pro-
vides a readout in feet and inches.
Features:
· Easy to read from wide viewing angle,
· Easy to install and calibrate,  Installs through 2” 
tank bung, Vapor tight to allow for standard tank 
pressure testing and sealing up to 5 PSI.

WG-TGK-B

Tank Alarm Assemblies

Example Photo

MECO Model # 200400ARL -  AST Overfill Alarm is battery-operated, intrinsically safe 
audible/visual overfill alarm in our standard finish. 
· Loud (100 db) pulsating alarm and bright flashing LED light will alert the operator when 
the product level reaches the preset level.
· Certified Intrinsically Safe to ANSI/UL 913.
· Meets NFPA 30A, UL 2244 and UFC Requirements.
· 9 V dc Battery Powered (battery not included). Lithium battery is recommended in all 
installations for extended life.
· No power consumption in the “Non-alarm” condition provides years of life from a Lithium 
battery.
· Optional connections for 12 V Intrinsically Safe line power supply.
· Single push-button switch for test before filling tank and to reset the Audible Alarm after 
the high-level alarm point is reached.
· Float switch adjustment range is from 12 to 20 inches. Further adjustments can be 
accomplished using pipe nipples by following the instructions provided with the alarm

200400ARL-12V

Fire Extingushers

Example Photo Kit Description

TT-20ABC
WESTERN: 20 LBS. ABC FIRE EXTIN-

GUISHER CERTIFIED
TT-20ABC

TT-20HDTB
WESTERN: Heavy-Duty Bracket for 20 

LB. Fire Extinguisher
TT-20HDTB

Custom Branded Decal Kits | Includes two decals per kit, up to three (3) colors, using customer supplied logo artwork

Example Photo Type Size
Decal 
Qty

LOGO Vinyl, die-cut - Large Size 24” H x 96” L 2 CUSTOM-DDL.002


